TCR Series Single-Phase AC Input
SCR-Type DC Power Supplies

2800 watt 7" Panel

MAJOR FEATURES

» Combine optimum performance and reliability.
» Highest power-per-cubic-inch in industry.
» Reduction in line-conducted RFI by 1000 times over

previous SCR models. (Complies with VDE 875 Level N
and VDE 871 Level A.)

* High dielectric withstand ratings primary to secondary
and chassis (2500 V rms).

» Low output ripple and high operating efficiency.

» Input, output and programming terminals covered for
operator protection.

« Series or parallel master/slave operation.

o Common programming with E/M’s three-phase TCR
models and its EMHP and HCR Series.

* Five-year warranty.

APPLICATIONS

» Semiconductor aging racks

¢ CW lasers

» General industrial DC power

« Capacitor forming

» Focusing coils for accelerators
* Cryogenic magnet applications
* Electroplating

* Battery charging

* ARC lamp power supplies

» DC motor drive supplies

The new TCR Series of single-phase DC power supplies
is the culmination of nearly two decades of E/M'’s pioneer-
ing work in SCR-type power supplies. The new models
incorporate the best features of E/M'’s earlier SCR and
EM Series power supplies, but include some outstanding
improvements. And, because of all these years of inten-
sive design and production experience, prices for the
new TCR single-phase models are exceptionally low...
in most cases 10% to 30% below their available SCR-type
single-phase power supplies; yet the performance and
reliability of these units is unsurpassed.















